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#3531.....................................................................................SS 450 water bracket

Stainless Steel Water Bracket

#56512.....................................................................................1/2” Galvanized Tee
#56710................................................................................1/2” Stainless Steel Tee
#56513.....................................................................................1/2” Galvanized 90°
#56712................................................................................1/2” Stainless Steel 90°

Straight & 900 Tee

#8151720500.............................................................................1/2” x 36” SS Pipe
#8151660500.............................................................................1/2” x 48” SS Pipe
#56510....................................................................................1/2” x 42” Galv. Pipe

Pipe
• Male thread both ends

#BRMC32E.............................................................................Outdoor Hog Waterer

Outdoor Hog Waterer
Steel-jacketed, heated fountain with 150-hog capacity. Measures 13” wide x 23-3/4” 
long. See more features online under the Farmstead Equipment section.

#BS40025....................................................................................... Pen Water Tank

Pen Water Tank
2-1/2 gallon gravity flow tank is an ideal portable water source for pigs. Heavy 
impact plastic construction includes Model 75 stainless nipple. Screw on lid with air 
vent helps keep water flowing, while its see through construction allows for visual 
confirmation of the water level without opening the tank.

#17515............................................................................... Gravity Flow Water Cup

Gravity Flow Water Cup
Quick, efficient way to provide a water cup drinker for pigs using gravity flow tank 
or barrel. Aluminum cup with cradle base for added stability. Includes interior 209 
gravity valve. #13235................................................................................ Model 75 finish nipple

#13307..............................................................................Model 97 Spiglet nipple

Gravity Flow Nipple Kits
Drill a 7/8” hole in the side of barrel or tank to install the adaptor. Includes nipple.

#13235

#13307

#2000311100...........................................................Top Mount Water Bracket Kit

Top Mount Water Bracket Kit
Used to mount adjustable water brackets to the top of angle penning. Includes 2) 
1/4”V-bolts (60647), 4) 1/4” locknuts (60680), and 2) back up plates (2003510100).  
Painted epoxy finish.
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#8155621500................................................................................... (12) Nipple Bar
#8155601500.................................................................................... (8) Nipple Bar
#8155791500.................................................................................... (4) Nipple Bar

Nipple Bar
Nipple Bar provides an 
additional water source 
during the first few weeks for 
pigs placed in wean-to-finish 
barns. Constructed of stainless 
steel with HSNA-38 nursery 
nipples. Hook package 
attaches unit to the gating 
and allows for easy removal 
after the pigs are started.

#Q36SS.................................... 36” SS Quad waterer
#Q36.................................... 36” Galv. Quad waterer

Galvanized &
Stainless Steel
Quad Pipe Waterers

#56605........................... 36” Stainless Steel, Single
#8150070200...................... 36” Galvanized, Single
#56508821.........................24” Galvanized, Double
#8150010200.....................36” Galvanized, Double
#56607I........................36” Stainless Steel, Double

Adjustable Waterer
• 2 nipples per pen (not included)
• Pinch bracket adjustment

#3525-36SS......................... 36” Water Bracket - Y
#3525-10-SS...................... Straight Water Bracket

Stainless Steel
Swinging Water Bracket
• End water bracket problems 
forever with this stainless steel 
hanging water bracket.

#8150910700.......................................................1/2”
#8150900700......................................................... 1”

Trough Waterer
• SCH 80 galvanized pipe
• Includes heavy duty brass valve

#8150600700..................63” Galv. pipe w/nipples 
#8150640500....................... 38” SS pipe w/nipple

European
Crate Waterer

#56505.............................36” Single stainless Steel
#HSH011..........1/2” Galv K-clamps for attachment

Gestation Waterers
• Add nipple waterers to your 
gestation stalls

• Nipple not included
• Attach to stalls with K-clamp 
(2 required)

#17598................................................Molded plastic

Molded Plastic
Water Swing Bracket
• Non-corrosive
• Reduces wear and tear on 
pen panels

• Threads molded right in for 
consistency, better sealing 
and easier maintenance.

Stainless steel construction 
with nipples spaced 
approximately 12-1/2” apart 
and with the shielding of 
the PlayGuard discouraging 
hog infighting. For 
consistent water delivery, 
choose the Model 2000 
Wrench Curve Nipple. 
(nipples not included)

#17338....................................Water Swing Bracket

Water Swing Bracket

 
A) #603244.......................................................................... 1/2” MPT x 3/4” Barb
B) #602151.................................................................................1/2” ball threaded
C) #75B1/2.................................................................. Female Coupler x 1/2” MPT
D) #050F.........................................................................Male Adaptor x 1/2” MPT

#8155631100..........................................................................Nipple Bar Hook Pkg

Nipple Bar
Hook Package
Includes:
(1) Square tube u-bracket
(2) Hook brackets
(1) PTO pin
(2) 1/4” zinc nylocks
(2) 1/4” X 1-3/4” zinc bolt

A. B. C. D.

#HSW08....................................................Galvanized
#HSW08SS.........................................Stainless Steel

Hanging Drinker Kit
• 18” long pipe bracket
• 7’0” chain 
• Ceiling bracket
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#8152501200.................................................Galv kit
INCLUDES:
#60619........................... 4) 1/4-20 x 1-1/2” SS bolt
#60603.....................................4) 1/4” S.S. lock nuts
#8152500200..................4) 8” Galv. back up plate
#60579........................................ 4) 1/4” flat washer

• AquaChief cup and bolt 
package includes all 
products listed below. No 
separate ordering needed!

• Mounts 1 cup.

Back up Plate Kit

Water Cup 
Pipe Clamp Kit

#8150780500......................................................................................................Cup waterer wean-finish, only
#8152190500....................................................................................... 1/2” x 48” straight pipe without nipple
#8151860500...............................................................................................1/2” x 11-3/4” pipe without nipple
#8152191500........................................................... 48” SS pipe assembly w/ nipple Straight pipe threaded
#8150781526................... AquaChief complete w/ 48” pipe, mounting brackets & hardware (shown below)

Our studies show that placement is 
critical to the efficient use of cup 
waterers. Follow these guidelines 
for the best results:

INSTALLATION AND 
PLACEMENT GUIDELINES

• Cups should rest 6” from the floor to the 
bottom lip of the bowl.

• Place the feeder no closer than 19” to 
the edge of the bowl to reduce excessive 
feed in the bowl or feeding pigs blocking 
access.

• Install no farther than 36” from the 
feeders - reduces the likelihood of pigs 
dunging the cup.

Welded Water Cups

Heavy 304 stainless steel welded construction with a 16-gauge cup body and 11-gauge back mounting plate. 
Includes S.S. top mounting bracket. Does not include gate mounting hardware or nipples.

#8160191500...............................................................................................................Single Water Cup Package
#8160171500............................................................................................................. Double Water Cup package
#8160201500............................................................................................... Single Nursery Water cup package
#8160211500............................................................................................... Double water nursery cup package
#8160180500.................................................................................................................... Top Mount Bracket, SS

Offset back 
plate forms 
gap to prevent 
manure buildup 
against gate.

Includes
threaded 
pipe end.

Includes 
top
mounting 
bracket.

Stainless Steel bracket 
attaches round 1/2” 
water pipe to angle top 
penning. Includes:
(1) SS clamp bracket
(1) SS v-bolt 
(2) SS hex nuts 

#816140500....................... double water panel clip

#HS610...............................................AquaBowl only
#HS610-1...................... SS pipe w/ AquaFlo nipple

AquaBowl is formed as a one-piece, stainless steel bowl 
with no welds to leak, no corners to gather debris or 
sharp edges to injure pigs. The wide mounting flange 
with pre-punched holes installs to any type of floor. 
Farrowing equipment lasts longer when using an 
AquaBowl because pens stay drier.

Featuring the Exclusive
                 Trigger Nipple 
to eliminate spraying and 
reduce wastage
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The RIO nipple utilizes the patented HydroDam insert to reduce 
spraying and deliver a gentle water flow. Pigs drink naturally 
with less waste.

#HSNR-50............................................................................................finish nipple
#HSNR-50-5..............................................................................................pack of 5

RIO Drinker Nipples The AquaFlo forward spring design releases water flow without 
compressing the spring for reduced material fatigue and longer 
service life. When animals activate the spring, water flows out 
of the body through the forward part of the housing dispensing 
an even, steady flow of water without spraying.

Size: 1/2” MPT
Flow: 4.2 qts/min. @ 40 PSI
Usage: 50 lbs. to Finish

Finish Nipple

#HSNAF-90..................... Bite Nipple

Size: 1/2” MPT
Flow: 4.6 qts/min. @ 40 PSI
Usage: Breeding Herd

Bite
Nipple

#HSNAF-90TS............ Trigger Nipple

Size: 1/2” MPT
Flow: 4.6 qts/min. @ 40 PSI
Usage: Cup Waterer

Trigger
Nipple

Aqua Series
Hog Slat’s exclusive line of nipple drinkers feature stainless steel construction, chemical-resistant 
Vitron O-rings, adjustable flow rate and screen cap to keep out debris.

#HSNA-38.......................................... Nursery Nipple
#HSNA-38-5...............................................pack of 5

Size: 3/8” x 1/2” MPT
Flow: 3.2 qts/min. @ 40 PSI
Useage: Birth to 50 lbs.

Nursery Nipple

#HSNA-50.............................................Finish Nipple
#HSNA-50-5...............................................pack of 5

Size: 1/2” MPT
Flow: 4.2 qts/min. @ 40 PSI
Usage: 50 lbs. to Finish

Finish Nipple

#HSNA-50TS......................................Trigger Nipple

Size: 1/2” MPT
Flow: 3.2 qts/min. @ 40 PSI
Usage: Cup Waterers

Trigger Nipple w/Silicone Insert

Item#	 Small	 Middle	 Large

Flow rate per orifice setting - Quarts/min. @ 40 psi.

HSNA-38	 1.0	 1.6	 3.2

HSNA-50	 1.0	 1.8	 4.2

HSNR-50	 1.0	 1.8	 4.2

HSNA-50TS	 1.5	 2.7	 3.2

HSNAF-90	 1.8	 3.3	 4.6

HSNAF-90TS	 1.8	 3.3	 4.6

Item#	 Description	 Nipple Model

Replacement Parts

HSNA-38-003	 Spring	 HSNA-38
HSNA-38-007	 O-Ring	 HSNA-38
HSNA-50-003	 Spring	 HSNA-50, HSNR-50,
HSNA-50-006	 Screen	 HSNA-38, HSNA-50, HSRA-50, 	
		  HSNA-50TS
HSNA-50-007	 O-Ring	 HSNA-50, HSRA-50
HSNA-50TS-3	 Silicone Insert	 HSNA50TS
HSNA-50TS-7	 Spring	 HSNAF-90, HSNAF90TS
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#E93417................................................. Tube-O-Mat

Egebjerg Nipple
• Wet/dry nipple
• Works with 18 to 80 psi
• Replacement nipple for tube feeders
• No spring

#56577......................................................1/2” Finish
#565771..................................... 1/2” x 3/8” Nursery

Monoflo® Nipples

#565712...................................................1/2” female

Monoflo Wet/Dry Feeder Nipple
• 1/2” female thread

#L70............................................................ Pig Nipple
#L80....................................................... Finish Nipple

Limit Nipple
• Center flow nipple
• Adjustable water flow
• Operates at 1 to 100 psi

#56578...................................Stingy Nursery Nipple

Stingy Nursery Nipple
• Combination stainless steel and brass
• Ideal for nursery pigs

#HSNA-50TS....Aqua Series Trigger w/ Silicone Insert 
#56571SI..................... Replacement Silicone Insert
#56571........................AquaChief Nipple w/ Spring
#565780.................................... Replacement spring

AquaChief Nipple
• Replacement nipple for AquaChief

#565151.............. Trojan Wrench Curve Nipple 1/2”

TROJAN Wrench Curve
• Featuring multiple wrench pressure points
• Improved valve
• Two-Year Warranty

#56515................................Trojan Model 75 Nipple

TROJAN Model 75 Nipple
• 100% Stainless Steel
• 3 position adjustable orifice
• For finishing and sows

#56574...............................Trojan Spiglet 97 Nipple

TROJAN Spiglet 97 Nipple
• 100% Stainless Steel
• 3 position adjustable orifice
• For farrowing and nursery pigs

#565783...........................Stingy Wet Feeder Nipple

Stingy Wet Feeder Nipple 
• Stainless steel body
• 1/2” MPT

Stingy Finisher Nipple
• Stainless Steel
• Ideal for finishing and sows

#565781................................ Stingy Finisher Nipple

#HSAP-2509....................................................... Sow
#HSAP-2508.................................................... Finish
#HSAP-2505..................................................Nursery

AquaGlobe® Bite Ball Valve

#565751................................................... Sow Nipple

Edstrom Sow Nipple
• 2.5 qt/min @ 40 psi

#565754......................................Wet Feeder Nipple

Edstrom Wet Feeder Nipple
• 2 qt./ min @ 40 psi

#565753....................................................Hog Nipple

Edstrom Hog Nipple
• 2.5 qt/min @ 40 psi

#565155...................................Piglet Trainer Nipple

Edstrom Piglet Trainer Nipple
• 1 qt./min @ 40 psi
• Adjustable drip setting

#565752.................................................Piglet Nipple

Edstrom Piglet Nipple
• 1.5 qt/min @ 40 psi

#3509-00-00.....................Center Flow Dial Nipple

Monoflo Wet/Dry Feeder Nipple
• Center Flow
• Adjustable Flow Rate


